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OMB No. 44·R1387 U.S. DEPARTMENT OF LABOR 
Occupational Safety and Health Admin,is.tration 

MATERIAL SAFETY DATA SHEET 
Required under USDL Safety and Health Regulations for Ship Repairing, 

Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917) 

SECTION I 
MANUFACTURER'S NAME I EMERGENCY TEl-EPHONE NO. 

Dexter Corporation, Hysol Division 415/687-4201 
ADDRESS (Number, Street, Citv. State, and ZIP Code) 

2850 Willow Pass Road (P.O. Box 312), Pittsburg, California 94565 
CHEMICAl. NAME AND SYNONYMS 

1 
TRAEA N9nE p~~r'AONYMS 

CHEMICAl. FAMil.Y 
Epoxy 

I FORMUl-A 

SECTION II • HAZARDOUS INGREDIENTS 

PAINTS, PRESERVATIVES, 8o SOLVENTS " 
TLV 

ALLOYS AND METALLIC COATINGS 
I Units) 

PIGMENTS BASE METAl. 

. 
CATAl.YST Al.l.OYS 

VEHICl-E Epoxy 47 METAl.l.IC COATINGS 

SOl. VENTS 
Fll.l.ER METAl. 
Pl.US COATING OR CORE Fl.UX 

ADDITIVES Chromate 48 OTHERS 

OTHERS Asbestos* 5 

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES 

*If it is necessary to sand the cured adhesive "wet sanding" is 

recommended to eliminate airborne asbestos. For 11 dry sanding 11 follow 

recommendations in Section VIII 

SECTION Ill • PHYSICAL OAT A 
~ . 

BOII.ING POINT (°F,) Decomooses befc re boilin~ SPECIFIC GRAVITY (H20•l) 

VAPOR PRESSURE (mm Hg,) N/A PERCENT, VOl.ATil.E 
BY VOl.UME (%) 

VAPOR DENSITY (AIR•l) N/A 
EVAPORATION RATE 
( •1) 

SOl-UBILITY IN WATER Slightly 
APPEARANCE AND ODOR Verx viscous yellow paste with slight epoxy odor 

-

SECTION IV • FIRE AND EXPLOSION HAZARD DATA 
FI.ASH POINT (Method used) FI.AMMABL.E L.IMITS Lei 

EXTINGUISHING MEDIA Chemical foam, dry chemicals, C02 
SPECIAL I"IRE FIGHTING PROCEDURES None 

UNUSUAL. FIRE AND EXPL.OSION H~ZARDS None 
•• 
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